Mini Chucks

For use with DOTCO 12-12 series. To adapt right angle threaded
spindle sanders for driling, disc sanding with PSA holders, and
light grinding.

|_shank Size | _Assembly | __Collet |
1/8” 14-1102*  14-0158™
147 14-1104*  14-0168"
6mm 141094  14-0170*

* NOTE: For 1/47-28 internal thread
** NOTE: For 5/16”-24 internal thread — 1/8” collet
**NOTE: For 3/8”-24 internal thread — 1/4” collet

Cone Jaw Chuck

|_PartNo. | Descripton |

1020699 1/4” capacity with a 1/4”-28 male thread

Jacobs® Chucks

Thread ; ink
e | T Jamen | _rorwn .

1005078 3/8”-24  1/4” 1BA -38
1001505 3/8”-24 1/4” HD 7 BA -42
1001252 3/8”-24  3/8” 41 BA (med.duty) -51
1009726 3/8"-24  1/2” 33 BA -53

1075 5/167-24 5/32” *OB 37

300 Series Collet Chuck

Use with Standard Collet: 1/4” (#308).
Termination Number: -36

Part Number

14-1148 1/647-1/4” capacity with a 5/16”-24 female thread

Drills

Quick-Change Chuck

3/8”-24  1/4” Hex QRA-08

Collet Chuck
(1/4-28 Male Thread)

Drill Size Part Number

3/16” 863810
1/4” 863806 863810
Quick Change &
Pressure Foot Adapter [— A
For use on 1"-20 external thread tools. T
-
1110167 1.626/1.623 j_-l.
Dead Handle 881580
15 881580
Collets 1005184
For use on Dotco 15LF, 15LS & 15LN right
angle drills with 9/32"-40 spindles.
(Termination codes: - 43, -53, -63, -73, & -93)
part | Dol | Pat | Dl |
T T
1005180 1/16 .0625 1.6 1005873 31 .120 3.0
1005182 3/32 .0937 2.4 1013904 30 .1285 3.3
1005183 7/64 .1094 2.8 1005872 27 144 3.7
1005184 1/8 125 3.2 1005926 22 157 4.0
1005185 9/64 .1406 3.6 1005682 21 159 4.0
1005186 5/32 .1562 4.0 1005876 20 .161 4.1
1005187 11/64 1719 4.4 1006035 19 .166 4.2
1005188 3/16 .1875 4.8 1005977 17 173 44
1006408 53 .0595 1.5 1005927 13 .185 4.7
1006412 51 .067 1.7 1005871 12 189 438
1005875 46 .081 2.1 1006001 11 191 4.9
1005684 40 .098 2.5 1005681 10 .1935 4.9
1006395 39 .0995 2.5
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